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(UK) DECLARATION OF PERFORMACE    

  

No: DOP_P76546_ UKCA_ 5059340493381_1 

Unique Identification code of the product type – EAN  5059340674698 

 
By extension, this declaration of performance also applies to any EAN product codes detailed in Appendix 1 
 

                                                           
                                            FRONT DOOR GLAZED PVC WHITE Model 12-13 

 

Intended use: PVC Door intended to be used in domestic and commercial building 
 

                                                                        Manufacturer:      
                                    Kingfisher International Products Limited 
                                              1 Paddington Square 
                                                            London 
                                                         W2 1GG 
                                                     United Kingdom 

 

 
Authorised representative: - 

System(s) of assessment and verification of constancy of performance:: 3                                                

EN & BSEN  

BS EN 14351-1:2006+A2:2016 
PfB GmbH&Co. Prüfzentrum für Baulemente KG/ N° NB 1644  

Systems of assessment and verification of constancy of performance 3 

REPORT NO. 2022-27-0152-K9 test report No. 2022-27-0152-B9 02.05.2022 

REPORT NO. 2022-27-0152-K10 test report No. 2022-27-0152-B10 02.05.2022 

REPORT NO. 2022-27-0152-K11 Test Report No. 2022-27-0152-B11 02.05.2022 

REPORT NO. 2022-27-0152-B4 02.05.2022 

REPORT Nr. 2022-06-0136-K1 19.05.2022   

UK Approval Document (UKAD) - 

UK Technical Assessment (UKTA) - 

Declared Performance  
 

Essential characteristics  Performance  Designated Standard / UKAD 

 Resistance to wind load EN 12210, 4.1.4 : Class C5/B5  

 

 

BS EN 14351-1:2006+A2:2016 

 

 Watertightness EN 12208 : Class 5A 

 Dangerous substances NPD 

 Load-bearing capacity of safety devices pass 

 Acoustic performance EN ISO 717-1 : Rw = -25 dB 

 Thermal transmittance Ud=1.14 

 Air permeability EN 12207, 4.5.1 : Class 4 

Resistance to repeated opening and 
closing cycles 

EN 1191 : 60.000 

Operating Forces EN 13115 :Class 1 

Behaviour between two different 

climates - 

EN 1121 : 2000-09 Class:2  

Appropriate Technical Documentation and/or Specific Technical Documentation:   - 

 
The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of 
performance is issued, in accordance with The Construction Products (Amendment etc.) (EU Exit) Regulations 2019, under the 
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sole responsibility of the manufacturer identified above. 
 

Signed for and on behalf of: 
Kingfisher International Products Limited 
1 Paddington Square 
London 
W2 1GG 
United Kingdom 
 

 
David Awe 
Group Quality Director                                                                                                  Date of issue: [24.07.2022] 
 
 

Appendix 1  

5059340493374 5059340493381 5059340493770 5059340492896  

5059340493251 5059340493701 5059340493787 5059340492902  

5059340492636 5059340493282 5059340493794 5059340492919  

5059340492643 5059340493299 5059340493800 5059340492926  

     
 

  


